Dual Plate Wafer Type Iron Body Check Valve

Test Pressure(psi)

Working Pressure (psi)

Twin Plate Wafer Style.

Shell Seat End flanges conform to ANSI
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D 1 Item|No. | Part Material Specification
E 1 101 [Body Cast Iron ASTM A126-B
A ‘ 2 |14 |Body Seat |EPDM Commercial
Fig: 723A 3 |03 [Plate Stainless Steel |ASTM A351.CF§
@"~12"y —— 4 |22H|Hinger Pin [Stainless Steel |ASTM A276-316
X12 (3"~6") 5 [21R|Packing _ |Buna "N" N.BR
TS X8 6 21 Washer |P.TFE
[ (2"~215") 7 |34 |Spring Stainless Steel |ASTM A276-316
i % i X4 8 [21S|Washer |P.T.F.E
—\C M 9 [22H|Hinger Pin [Stainless Steel |[ASTM A276-316
N 1)) 10 [28P [Plug Mild Steel ASTM A105-80
N7/ Dimensions Unit: mm
777777777777 Nominal Dimensions Net Wt.
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Ch L n 2" 105 |54 | 65 | 48 | 74.2
L e T 212" [ 12454 | 78 |57 |84
B | =S 3 137572 92 [ 70 | 94
L 7 d%ﬂ% 4 175 63.5118 | 92 |1285
Gl ] ‘ 3r+u 5 197 70 143 (108 (1421
Wl 6" | 22276.2/168.3 131.8 [165.1
. 8" 27919531219 |174.6 |212.7
Bolting Arrangement 10" | 340 [108 273 [225.4 |266.7
12" 410 143 324 |269.9 |317.5

B Note: Design and materials are subject to change without notice.
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